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Hardware List 

 (2) Upper Arms 

 (2) Lower Arms 

 (1) Driver Side 4 Link Frame Mount 

 (1) Passenger Side 4-Link Frame Mount 

 (4) 1.25” RH Heim Joints 

 (4) 1.25” RH Jam Nuts 

 (8) SS Misalignment Spacers 

 (4) ¾”x5.5”G8 Bolts 

 (4) ¾”x4.5” G8 Bolts 

 (8) ¾” G8 Lock Nuts 

 (16) ¾” G8 SAE Washers 

***Disclaimer*** 

Before beginning installation, double check to ensure that all components and 
hardware is accounted for.  The following instructions are intended as a guideline.  
Some steps may be omitted.  We have included these to provide assistance, not a 
step by step how to.   

Precision Metal Fab LLC (PMF) is not liable for any damages or injuries resulting 
from improper installation or failed product. 

All products are intended to be installed by a trained technician and should not be 
installed without proper knowledge.  Always follow all proper safety protocol.  

PMF will warranty and replace any product resulting from failure during normal 
use.  Subsequent damage to other components, vehicles, or persons is not 
covered.  Warranty is only on non-wear components.  Warranty is only valid to 
original purchaser with proof of purchase. 

It is the user’s responsibility to ensure that all state and local laws are followed 
and PMF is not liable for the sale or use of components on street driven vehicles 
in areas where prohibited. 

The installation and use of these products will affect the handling, center of 
gravity, and driving characteristics of the vehicle.  Please familiarize yourself with 
the changed attributes.  Always operate your vehicle within the driving limitations 
of the vehicle, operator, road conditions, fellow drivers, state and local laws.   



 

1. Lift vehicle off the ground and properly support. 
2. Remove frame side radius arm bolt. 
3. Remove axle side upper and lower bolts. 
4. Repeat on opposing side. 
5. Determine left and right 4-link frame mounts. 

 
6. Install into factory radius arm mounts using supplied ¾”x5.5” bolts.  

Depending on vehicle year, you may need to clearance a small portion of 



the factory radius arm mount as shown.  Install with nut facing towards the 
inside. 

7. Apply anti seize to internal threads of link bars. 
8. Install jam nuts onto heims and thread joints into bars. 
9.   Adjust upper and lower bars to correct length for application and lift 

height (see following chart).  Shorter bar is intended for use on the upper 
location and longer for the lower.  Take special care to ensure that driver 
and passenger side bars are adjusted to the same length. 
****TAKE SPECIAL NOTE TO ENSURE AT LEAST 1.25” OF JOINT IS THREADED 
INTO THE BARS!!**** 

10.   The axle side of the link has an offset.  Orient bars so the offset puts them 
towards the center of the truck, furthest away from the tire. 

11. Mount bars to new frame bracket with supplied ¾”x4.5” hardware with nut 
oriented towards the inside of the truck.  Align heim joints so they will be 
sitting vertical in the frame bracket once installed.  Apply red LocTite to 
exposed threads where jam nut will rest.  Tighten jam nuts down. 

12.   Install upper bar onto axle with factory hardware and mount to new upper 
4-link mount.  Then install lower and repeat for the opposite side. 

13.   Torque all frame side ¾” hardware to 320 ft. lbs. and factory axle side to 
200 ft. lbs. 

14.   Have an alignment shop verify correct and desired alignment specs have 
been achieved. 

15.   Recheck all torque values and jam nuts after 100 miles, 500 miles, and 
periodically after. 
 
 
********INSTALLATION AND USE OF PMF PRODUCTS CONSTITUES YOUR 
AGREEMENT WITH OUR DISCLAIMER AND LIABILITY RELEASE********** 
 
 
 
 
 
 
 
 



Following chart measurements are eye to eye for stock placement of axle 
and stock castor.  It is usually recommended for this application to add 1-2* 
of castor which translates to approximately .125-.25” additional length.  
 
 

Lift Amount      Upper Bar Lower Bar   

-2.5 28.0858 34.676 
-2 28.0185 34.6435 

-1.5 27.9599 34.6182 
-1 27.9103 34.6002 

-0.5 27.8695 34.5893 

Stock 27.8376 34.5857 
0.5 27.8146 34.5893 

1 27.8007 34.6002 
1.5 27.7957 34.6182 

2 27.7998 34.6345 

2.5 27.8128 34.676 
3 27.8348 34.7156 

3.5 27.8657 34.7624 
 

 

The above guideline is a recommendation and may not include all required steps.  
It’s the installer’sresponsibility to use common sense and proper safety practice 
throughout the installation.  Precision Metal Fab and its affiliates assume no 
responsibility or liability caused from an improper installation.  If at any time you 
are unsure, contact a PMF representative before proceeding. 
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